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Mould Perfect
Available as
- Additive Natural Masterbatch
- Colour + Additive Masterbatch

- Natural & Colour Compounds

Mould Perfect in Pipe Applications

Mould Perfect increases the E-modulus of pipes (ISO 527)
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Mould Perfect improves the impact of pipes (EN 1411)
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Mould Perfect increases lifetime & burst pressure resistance
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Smooth Inner Pipe Wall 


Surface With Mould Perfect





Cracks in Inner Pipe Wall Surface





Begg & Co. Thermoplastics Ltd.


               Creative Masterbatches & Raw Materials





Mould Perfect masterbatches are the latest in 


a series of technically advanced products formulated by Begg & Co Thermoplastics. 








Mould Perfect allows processors to increase productivity rates without lowering quality





By rapid and uniform crystallisation of the polymer Mould Perfect overcomes and eliminates many common problems which hinder your process





No break at 2.2m


70% increase in Impact
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Mould Perfect


International Approvals for Plastics for Food Contact Registrations


• United States (FDA): Food Contact Substance 


• Europe: Food Contact Materials Directive. 


• Japan: JHOSPA Positive List Approval. PLC is [B} NM-5053.





Tel 0208 310 1236  	 Fax  0208 310 4371 		www.beggandco.com











